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Inserts
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Data and Communication Systems

Siemens ET D1 · 2005
* You can order this quantity or a multiple thereof.

■ Selection and ordering data

Design Order No. Price PG PS*/
P. unit

1 item Items

Inserts for TV / RF / SAT
General information
for screw and claw fixing
can be used with all international TV standards: B/G, D/K, I, L, M, 
CCIR/OIRT, PAL/SECAM/NTSC/digital TV,
gap-free transition ranges at both outlets, i.e. any assignment possible 
with reverse channel and forward channel shielding EMC Class A to 
300 MHz > 85 dB / 2400 MHz > 55 dB

Aerial branch-circuit box
for use in individual, party, broadband cable and satellite aerial systems, 
signal range from 4 to 2400 MHz
transfers remote power supply (max. 24 V DC / 500 mA),
connection attenuation 2 to 4 dB

5TG2 485 021 1/5

Top, see section Product range On page 
(ff.)

TV/RF/SAT DELTA ambiente 8/22

DELTA i-system 1/35

DELTA natur 7/13

DELTA profil 5/39

DELTA style 6/29

Note Section Page

For further technical information, 
see ...

Technical information/TV/
RF/SAT/Aerial branch-cir-
cuit boxes

18/62

Aerial through-way box/terminal box 
for use in party, broadband cable and satellite aerial systems
with 75 terminating resistance for use as terminal box
signal range from 4 to 2400 MHz
throughput attenuation 1.5 dB
connection attenuation 15 dB

5TG2 484 021 1/5

Top, see section Product range On page 
(ff.)

TV/RF/SAT DELTA ambiente 8/22

DELTA i-system 1/35

DELTA natur 7/13

DELTA profil 5/39

DELTA style 6/29

Note Section Page

For further technical information, 
see ...

Technical information/TV/
RF/SAT/Aerial through-way 
box/terminal boxes

18/62
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Data and Communication Systems
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Siemens ET D1 · 2005
* You can order this quantity or a multiple thereof. 

Inserts for TAE outlet box
General information
for screw and claw fixing
with screw-type terminals

Note Section Page

For further technical information, 
see ...

Technical information/Com-
munication/TAE outlet 
boxes

18/61

TAE 6F+N, black ‡ 
6-pole
for one telephone or one additional device or data terminal device

5TG2 853 021 1

Top, see section Product range On page 
(ff.)

Communication DELTA ambiente 8/21

DELTA i-system 1/31

DELTA natur 7/12

DELTA profil 5/36

DELTA style 6/26

TAE 3x 6NFN, black 
3 x 6-pole
for one telephone and two additional devices or data terminal devices 

5TG2 480 021 1/5

Top, see section Product range On page 
(ff.)

Communication DELTA ambiente 8/21

DELTA i-system 1/31

DELTA natur 7/12

DELTA profil 5/36

DELTA style 6/26

Note

Design for Austria on request.

TAE 2x 6/6 NFF, black ‡ 
3 x 6-pole
for two telephones and two additional devices or data terminal devices 

5TG2 854 021 1

Top, see section Product range On page 
(ff.)

Communication DELTA ambiente 8/21

DELTA i-system 1/31

DELTA natur 7/12

DELTA profil 5/36

DELTA style 6/26

UAE 8/6 / TAE 6F+N, black ‡ 
2 x 6-pole with straight
UAE outlet: RJ 11/12, ISDN-capable Cat. 3
TAE: for one telephone, and one additional device or a data terminal device 

5TG2 855 021 1

Top, see section Product range On page 
(ff.)

Communication DELTA ambiente 8/21

DELTA i-system 1/31

DELTA natur 7/12

DELTA profil 5/36

DELTA style 6/26

Note

Use a cover plate for TAE outlet box.

Design Order No. Price PG PS*/
P. unit

1 item Items
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* You can order this quantity or a multiple thereof.

Inserts for data and voice networks
General information
insert for combination installation
with screw and claw fixing

Note Section Page

For further technical information, 
see ...

Technical information/Com-
munication/UAE outlet 
boxes

18/60

UAE outlet box, Cat 3, Rutenbeck
with inclined outlet for RJ 11/12 and RJ 45
with screw-type terminals
unshielded
ISDN-compatible

• 1 x 8-pole 5TG2 417 021 1

• 2 x 8-pole 5TG2 406 021 1

Top, see section Product range On page 
(ff.)

Communication DELTA ambiente 8/21

DELTA i-system 1/31

DELTA profil 5/36

DELTA style 6/26

UAE outlet box, Cat 5e, Rutenbeck
Band width 100 MHz
transfer rate 155 Mbit/s
with inclined outlet for RJ 45
LSA Plus connection system, shielded
screw fixing only

• 1 x 8-pole 5TG2 418 021 1

• 2 x 8-pole 5TG2 407 021 1

Top, see section Product range On page 
(ff.)

Communication DELTA ambiente 8/21

DELTA i-system 1/31

DELTA profil 5/36

DELTA style 6/26

UAE outlet box, Cat 6, BTR
E-DAT 
Band width 250 MHz
transfer rate 250 Mbit/s
complies with ISO/IEC 11801 Draft 2nd Edition
with inclined outlet for RJ 45
LSA Plus connection system, shielded
screw fixing only
2 x 8-pole  

5TG2 408 021 1/10

Top, see section Product range On page 
(ff.)

Communication DELTA ambiente 8/21

DELTA i-system 1/31

DELTA profil 5/36

DELTA style 6/26

Inserts for fiber-optic outlet boxes from Telegärtner
Note

The OAD/S and OAD fiber optic outlet boxes with cover plate are compati-
ble with the frames and coupling frames of the DELTA line, DELTA vita and 
DELTA style design programs. The color titanium white (similar to RAL 9010) 
can be combined with Telegärtner's alpine white and the color electrical 
white (similar to RAL 1013) can be combined with Telegärtner's pearl white.

Design Order No. Price PG PS*/
P. unit

1 item Items



Inserts with cover plate
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Siemens ET D1 · 2005
* You can order this quantity or a multiple thereof. 

■ Selection and ordering data

Design Order No. Price PG PS*/
P. unit

1 item Items

General information

Note Section Page

Technical specifications for UAE out-
let boxes, see ...

Technical information/ 
Communication/
UAE outlet boxes

18/60

Cover plate with D-subminiature connection, 
single, in DELTA i-system design
for screw fixing
plug-in connector with soldered connection

• 9-pole 

– titanium white (similar to RAL 9010) 5TG2 052 021 1/10

– electrical white (RAL 1013) 5TG2 040 021 1/10

• 15-pole 

– titanium white (similar to RAL 9010) 5TG2 053 021 1/10

– electrical white (RAL 1013) 5TG2 041 021 1/10

• 25-pole 

– titanium white (similar to RAL 9010) 5TG2 054 021 1/10

– electrical white (RAL 1013) 5TG2 042 021 1/10

Cover plate with D-subminiature connection, 
double, in DELTA i-system design
for screw fixing
plug-in connector with soldered connection

• 9-pole 

– titanium white (similar to RAL 9010) 5TG2 055 021 1/10

– electrical white (RAL 1013) 5TG2 043 021 1/10

• 15-pole 

– titanium white (similar to RAL 9010) 5TG2 060 021 1/10

– electrical white (RAL 1013) 5TG2 044 021 1/10

• 25-pole 

– titanium white (similar to RAL 9010) 5TG2 061 021 1/10

– electrical white (RAL 1013) 5TG2 045 021 1/10

Cover plate with D-subminiature connection, 
single, in DELTA profil design
for screw fixing
plug-in connector with soldered connection

• 9-pole 

– titanium white (similar to RAL 9010) 5TG1 956 021 1/10

– pearl gray (similar to RAL 7035) 5TG1 985 021 1/10

– anthracite (similar to RAL 7016) 5TG1 971 021 1/10

• 15-pole 

– titanium white (similar to RAL 9010) 5TG1 957 021 1/10

– pearl gray (similar to RAL 7035) 5TG1 986 021 1/10

– anthracite (similar to RAL 7016) 5TG1 972 021 1/10

• 25-pole 

– titanium white (similar to RAL 9010) 5TG1 958 021 1/10

– pearl gray (similar to RAL 7035) 5TG1 987 021 1/10

– silver (similar to RAL 9006) 5TG1 954 021 1/10

– anthracite (similar to RAL 7016) 5TG1 973 021 1/10



Inserts with cover plate
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Data and Communication Systems

Siemens ET D1 · 2005
* You can order this quantity or a multiple thereof.

Cover plate with D-subminiature connection, 
single, in DELTA style design
plug-in connector with soldered connection
screw fixing only

• 9-pole 

– titanium white (similar to RAL 9010) 5TG1 348 021 1/10

– basalt black (similar to RAL 7016) –

• 15-pole 

– titanium white (similar to RAL 9010) 5TG1 350 021 1/10

– basalt black (similar to RAL 7016) –

• 25-pole 

– titanium white (similar to RAL 9010) 5TG1 351 021 1/10

– basalt black (similar to RAL 7016) –

Cover plate with D-subminiature connection, 
single, in DELTA ambiente design
25-pole
screw fixing only
plug-in connector with soldered connection

• arctic white (similar to RAL 9002) 5TG1 528 021 1

• cosmos gray (similar to RAL 7012) 5TG1 438 021 1

• royal blue (similar to RAL 5002) 5TG1 478 021 1

Cover plate for BNC/TNC connection, single, in DELTA i-system design
with socket contacts
for screw and claw fixing,
crimp connection
75 Ω

• titanium white (similar to RAL 9010) 5TG2 065 021 1/10

• electrical white (RAL 1013) 5TG2 050 021 1/10

Cover plate for BNC connection, double, in DELTA i-system design
with socket contacts
for screw and claw fixing,
crimp connection
75 Ω

• titanium white (similar to RAL 9010) 5TG2 068 021 1/10

• electrical white (RAL 1013) 5TG2 067 021 1/10

Cover plate for BNC/TNC connection, single, in DELTA profil design
with socket contacts
for screw and claw fixing,
crimp connection
75 Ω

• titanium white (similar to RAL 9010) 5TG1 965 021 1

• pearl gray (similar to RAL 7035) 5TG1 994 021 1

• anthracite (similar to RAL 7016) 5TG1 980 021 1

Cover plate for BNC connection, double, in DELTA profil design
with socket contacts
for screw and claw fixing,
crimp connection
75 Ω

• titanium white (similar to RAL 9010) 5TG1 964 021 1

• pearl gray (similar to RAL 7035) 5TG1 993 021 1

• anthracite (similar to RAL 7016) 5TG1 978 021 1

Design Order No. Price PG PS*/
P. unit

1 item Items
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* You can order this quantity or a multiple thereof. 

Cover plate with ACO mounting box (DIN), in DELTA i-system design
shielded
for screw fixing
AMP connection

• titanium white (similar to RAL 9010) 5TG2 035 021 1

• electrical white (RAL 1013) 5TG2 031

Cover plate with ACO mounting box (DIN), in DELTA profil design
shielded
for screw fixing
AMP connection

• titanium white (similar to RAL 9010) 5TG1 970 021 1

• pearl gray (similar to RAL 7035) 5TG1 998 021 1

• anthracite (similar to RAL 7016) 5TG1 984 021 1

Cover plate with ACO mounting box (DIN), in DELTA style design
shielded
for screw fixing
AMP connection

• titanium white (similar to RAL 9010) 5TG1 355 021 1

• basalt black (similar to RAL 7016) –

Cover plate for loudspeaker connection in DELTA i-system design
with 2 loudspeaker outlets complies with DIN 49 529
for screw and claw fixing
screw connection

• titanium white (similar to RAL 9010) 5TG2 562 021 1/10

• electrical white (RAL 1013) 5TG2 592 021 1/10

• aluminum metallic (similar to RAL 9006) 5TG1 255 021 1/10

• carbon metallic (similar to RAL 7016) 5TG1 225 021 1/10

Cover plate for loudspeaker connection in DELTA profil design
with 2 loudspeaker outlets complies with DIN 49 529
for screw and claw fixing
screw connection

• titanium white (similar to RAL 9010) 5TG1 808 021 1/10

• pearl gray (similar to RAL 7035) 5TG1 868 021 1/10

• silver (similar to RAL 9006) 5TG1 768 021 1/10

• anthracite (similar to RAL 7016) 5TG1 838 021 1/10

• champagne (similar to RAL 7048) 5TG1 708-1 021 1/10

• bronze (similar to RAL 3012) 5TG1 748-1 021 1/10

• tobacco (similar to RAL 8019) 5TG1 728-1 021 1/10

Cover plate for loudspeaker connection in DELTA natur design
with 2 loudspeaker outlets complies with DIN 49 529
for screw and claw fixing
screw connection

• light oak 5TG1 606 021 1

• dark oak 5TG1 616 021 1

• maple red 5TG1 626 021 1

• maple 5TG1 656 021 1

• beech (color achieved through staining) 5TG1 686 021 1

• cherry (color achieved through staining) 5TG1 676 021 1

Design Order No. Price PG PS*/
P. unit

1 item Items
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* You can order this quantity or a multiple thereof.

Cover plate for loudspeaker connection in DELTA ambiente design
with 2 loudspeaker outlets complies with DIN 49 529
for screw and claw fixing
screw connection

• arctic white (similar to RAL 9002) 5TG1 508 021 1

• cosmos gray (similar to RAL 7012) 5TG1 418 021 1

• royal blue (similar to RAL 5002) 5TG1 458 021 1

Design Order No. Price PG PS*/
P. unit

1 item Items


